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Your front entryway expresses the personality of your home. 
It’s the first greeting to visitors and your individual contribution to 
your neighborhood. Signamark’s fiberglass doors reflect the beauty 
of wood while imparting the benefits of low maintenance exterior doors.

FRONT COVER:  CHESTNUT MAHOGANY FINISH SHOWN
OPPOSITE PAGE:  LIGHT OAK FINISH SHOWN
PICTURES DEPICTED IN THIS BROCHURE MAY HAVE BEEN GRAPHICALLY ENHANCED FOR ILLUSTRATION PURPOSES





High-definition panel 
embossments provide 
elegant curb appeal

SUPERIOR SECURITY 
& FUNCTIONALITY

AESTHETICALLY 
PLEASING

Unique, textured 
woodgrain detail 
in every design 
replicates the true 
look of a real 
wood door

ENERGY STAR® qualified models 
available for all 50 states.

Environmentally friendly
CFC-free polyurethane foam core. 

Molded doorlite openings* minimize 
landfill waste, reinforce door 
structure and doorlite support 
and protect against moisture.

Polyurethane 
foam core 
provides insulation

16” wood 
lock block 

Fiberglass door 
panels will not 
dent, rust or rot

FEATURES & BENEFITS

*AVAILABLE IN MOST STYLES

ENERGY EFFICIENCY
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The distinctive character of each wood grain embodied in our 
fiberglass doors is brought to life through the hand-staining 
expertise of our craftsmen. Unique stain variations are to be 
expected – these are an integral and treasured element of the 
real-wood look for which our fiberglass doors are famous.

DESIGN

Wide stiles and rails.

Highly defined panel embossments.

Exceptional texture definition 
giving the appearance of real 
wood, with unique grain pattern 
for each door style.

FUNCTIONALITY

Low maintenance.

Will not dent like steel doors 
and unlike wood doors, resists 
cracking, splitting and warping.

Storm door compatible*.

FLEXIBILITY

Pre-finished doors – Choose from 
five durable finishes – light oak, 
medium oak or walnut oak and cherry 
or chestnut mahogany.

Unfinished oak doors – Easily stained 
or painted; no stain kit required.

Smooth-surface doors provide an 
incomparable painting surface with 
no primer needed.

*COMPATIBLE WITH PROPERLY   
  VENTED STORM DOORS.

HAND STAINED FACTORY FINISH
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CHERRY MAHOGANY CHESTNUT MAHOGANY SMOOTH

AVAILABLE STYLES

LIGHT OAK MEDIUM OAK WALNUT OAK UNFINISHED OAK

NATURAL WOODGRAINTHE BEAUTY OF



6 MEDIUM OAK FINISH SHOWN
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Signamark has always been committed to providing the “greenest” program 
and product since our introduction.
 
Manufacturing - We use 100% CFC free foam and environmentally friendly blowing agents 
to prevent depletion of the ozone layer. Ninety-five percent  of our door slabs are made 
as molded open panel which reduces the cutout waste that ends up in landfills. This mindset 
continues as our pre-paint program utilizes water based paints and the latest “green” 
technology equipment to help reduce solvent emissions. 
 
Recycling - All of our facilities keep to strict recycling standards. Everyone from 
our manufacturing floor to office personnel practice and encourage recycling.  
 
Merchandising – Today, Signamark’s literature are printed on FSC certified 
materials with recycled content. We are committed to incorporating recycled materials 
into our packaging as well. 



DOOR SLABS  |  SIGNAMARK.COM

MAHOGANY

Long cherished for its resilience and beauty, mahogany is considered an exotic wood. 
Signamark designers traveled to the forests of Belize to find the Mara species, and cast 
several impressions of its unique grain pattern. As a result, you can enjoy a hand stained door 
with an authentic look of a rare mahogany species in a more sustainable and environmentally 
friendly fiberglass material. Two finish colors have been selected by our designers to 
complement and bring warmth to your home.

248M
36”

425M
36”

445M
36”

555M
36”

917M
30” | 32” | 36”

160M
10” | 12”

225M
12” | 14”

248M
14”

245M
14”

265M
14”

CHERRY MAHOGANY

CHESTNUT MAHOGANY

DENTIL SHELF
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ROUND CLAVOS

OPTIONAL DECORATIVE ACCENTS

SIzE: 
1-1/2” 
STYLE: 
OIL RUBBED BRONzE

SIzE: 
1-1/2” x 1-1/2” 
STYLE: 
OIL RUBBED BRONzE

SqUARE CLAVOS
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DOOR SLABS  |  SIGNAMARK.COM

243T
36”

400T
36”

430T
32” | 36”

550T
36”

600T
32” | 36”

460T469T
36”

OAK TEXTURED
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360T330T300T
30” | 32”

Praised for its versatility, consistency, and timelessness, an oak grain finish can 
complement a variety of architectural styles, from craftsman to colonial to 
contemporary. Each door is hand stained to bring out the details of the grain, 
resulting in a unique and distinctive oak finish. 

= MAKES THE FOLLOWING DOOR SLAB(S)
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142T
10” | 12”  
14”

160T 260T 140T
12” | 14”

230T 141T
12” | 14”

240T 143T
12” | 14”

243T

420T429T620T
36”

UNFINISHED OAK

LIGHT OAK

WALNUT OAK

MEDIUM OAK

PRE-PAINTED COLOR OPTIONS
SEE PAGE 16



DOOR SLABS  |  SIGNAMARK.COM

SMOOTH

Our smooth door surface provides an ideal canvas for painting. Already primed, our Smooth 
doors eliminate the need for a primer and come ready to be painted. Adding color to your 
door has never been easier. Our pre-painted program offers an easy solution for homeowners 
looking for color minus the hassle.

= MAKES THE FOLLOWING DOOR SLAB(S)

150S
36”

400S
36”

430S
32” | 36”

460S
36”

600S
32” | 36”
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360S330S300S
30” | 32”



420S
36”

429S620S
36”

PRE-PAINTED 
COLOR 

OPTIONS
SEE PAGE 16
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160S
10” | 12”
14”

140S
12” | 14”

230S 141S
12” | 14”

240S



DOOR SLABS  |  SIGNAMARK.COM

BUILDER

Raise the standard of basic with builder doors. This classic design is available in 
smooth or unfinished oak. Our fire rated doors are designed to give 20 minutes of 
protection from fire, providing time to escape in the event of a fire.

601T
30” | 32” | 36”

601T (20-MIN. FIRE RATED)
30” | 32” | 36”

147T
12” | 14”

601S
30” | 32” | 36”

601S (20-MIN. FIRE RATED)
30” | 32” | 36”

147S
12” | 14”

STANDARD BUILDER PANEL PROFILE
IN UNFINISHED OAK

STANDARD BUILDER PANEL PROFILE
IN SMOOTH
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DOOR SLABS  |  SIGNAMARK.COM

8’0” HEIGHT

Add grandeur with 8’0” doors. 
Every detail comes to life and 

the striking beauty of our doors 
leave a lasting impression.

OAK TEXTURED

680T
36”

SMOOTH

680S
36”

MAHOGANY

917M
36”

145T
14”

LIGHT OAK CHERRYMEDIUM OAK CHESTNUTWALNUT OAK UNFINISHED OAK
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PRE-PAINTED OPTIONS

PURE 
WHITE

NAVAL

ANTIqUE 
WHITE

UNFINISHED OAK SMOOTH

CHELSEA 
GRAY

Printing limitations prevent exact color duplication. Note: Colors shown in the brochure are an approximate representation 
of the actual color; Actual finished color may vary in tone/shade (darker or lighter) from what is shown in brochure.

HOPSACK

RED 
BARN

POINSETTIA

CHATEAU 
BROWN

ROOKWOOD
DARK RED

RAISIN

FORESTWOOD

BLACK 
BEAN

ROOKWOOD
SHUTTER GREEN

TRICORN 
BLACK

LASTING COLOR 
Our multi-step paint process ensures 
durability and is safe to the environment. 
The end result is lasting color you can 
enjoy for years to come.

DURABLE FINISH
Our 4 coat spray process begins with one 
coat of primer followed by 3 coats of paint. 
Each coat is then sent through a drying oven 
for a durable baked on finish.

ENVIRONMENTALLY FRIENDLY 
Our paint process utilizes water based paints 
and the latest “green technology” spray 
equipment to help reduce solvent emissions 
that help promote better air quality and 
a greener environment. 

WARRANTY
Our doors come with a 2 Year Finish Warranty. 
A touch-up paint bottle is included with each door.

ADDITIONAL OPTIONS
You can now choose a different interior color 
to match your home’s décor or paint your jambs.

AVAILABLE ON THESE FINISHES
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PAINTING 
PROCESS

SAND 
SURFACING

BASE COAT 
(PRIME PAINT)

OVEN CURED 

COLOR PAINT

OVEN CURED 

COLOR PAINT 

OVEN CURED 

COLOR PAINT

OVEN CURED 



GRASS FIELD 9-LITE MICRO REVERSEHARVEST CASTING™ FIVE LITE MULTI CUBE™HOMEGROWN™ MILL CREEK™LEHIGH®

AVAILABLE WOOD SPECIES
StainTru™ PrimeAdvantage™

KNOTTY ALDER MAHOGANYCHERRY MAPLE PINE RED OAK

INTERIOR WOOD DOORS

Signamark Interior Doors are designed with the finest woods in 
the world. Many of our exterior glass designs are also carried 
in the interior door collections, allowing you to match and 
coordinate finishes and designs for just the right look 
throughout your home.
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THREE LITE COTTON GLASS SHOWN



WARRANTY

SIGNAMARK LIMI TED 
LIFE T IME WARRANT Y

Signamark’s fiberglass doors are covered under 
a limited lifetime warranty as summarized below.  

LIFETIME LIMITED WARRANTY ON THE DOOR PANEL 
FOR AS LONG AS YOU OWN AND RESIDE IN YOUR HOME
Signamark warrants that the fiberglass door panels 
installed in a single family home will be free from 
manufacturing defects in materials and workmanship 
and will not warp, rot or crack for as long as the 
original consumer residential purchaser (“Original 
Purchaser”) of the door owns and resides in the home.*

DOOR COMPONENT FACTORY FINISHES
The finish on factory pre-finished fiberglass components 
of Signamark doors is warranted against defects 
in materials and workmanship for two (2) years.*

PERSONS COVERED & COMMENCEMENT 
OF WARRANTY PERIOD
This Limited Warranty extends only to the Original 
Purchaser of Signamark fiberglass door, and 
commences on the date of purchase of a home as 
new construction or the date of installation of the 
fiberglass door as replacement. This warranty 
is not transferable.*

*SEE ACTUAL WARRANTY FOR DETAILS AND EXCLUSIONS.

View our full line of Interior 
and Exterior Door Collections 
on our website. You’ll find 
additional helpful resources at 

WWW.SIGNAMARK.COM

VISIT US ON THE WEB
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FINISHING INSTRUCTIONS

Your Signamark fiberglass entry door does not require any special stain kits or primer. Just use the 
same stain or paint you would use to finish your home’s other exterior trim. For warranty purposes, if you 
have purchased an unfinished door (white smooth-skin, or tan oak woodgrain) you must finish it within 6 months 
of installation.

BEFORE YOU BEGIN: Remove the door from the frame and place it on a raised, flat, level surface. (But leave 
any attached sidelites in the frame for finishing.) Remove or mask any installed hardware and mask glass to 
protect it.

SAFETY PRECAUTION: Always paint or stain in a well ventilated area. Keep combustible paint, stain and topcoat 
away from heat and flame. Keep out of reach of children.

STAIN FINISH 
Our fiberglass woodgrain is designed to be stained without the 
need of sanding. All surfaces of the tan woodgrain door are 
stainable. Just wipe down with a damp cloth first to remove any 
oil, dirt or debris, allow to dry and you’re ready to stain. Spread 
stain evenly with a brush or lint-free cloth and work the stain into 
the surface. Apply the stain in strokes following the direction of 
the woodgrain, as shown. Lighten the stain finish and remove any 
excess by wiping the surface with a clean cloth before the stain is 
fully dry. For a darker finish, apply a second coat of stain after 
the first one dries, following the stain manufacturer’s instructions. 
After the stain has dried for at least 24 hours, apply three coats 
of high quality exterior-grade satin or low-gloss polyurethane with 
ultraviolet (UV) inhibitors as a topcoat. (Again, apply with strokes 
following the direction of the woodgrain, as shown.) Follow the 
manufacturer’s instructions for drying time between coats.

Note: Always select a high quality stain. We recommend: 1) A water-based 
stain from Minwax® or Behr®; 2) A gel stain from Minwax® or Olympic®; 
or 3) An oil-based stain from Ace®, Minwax®, or zar®. To protect your 
beautiful finish, make sure your polyurethane topcoat has UV inhibitors.

PAINTED FINISH
You can use any high quality oil-based exterior paint on both the tan woodgrain and white smooth-fiberglass 
doors. Do not sand our woodgrain fiberglass door. However, for the smooth doors, we recommend a light 
sanding with 600-grit sandpaper. Before applying a paint, wipe the door and doorlite frame with a damp cloth 
to remove any dirt, oil, or debris. Allow the surface to fully dry before painting. For a pleasing look, we 
recommend painting with strokes in the directions shown (note that for woodgrain doors, this will follow the 
direction of the grain.) Apply at least two coats of paint, following the paint manufacturer’s recommended 
drying time between coats.

CARE & MAINTENANCE 
We recommend reapplying a UV topcoat over the existing topcoat every 3-4 years to protect your beautiful 
entryway investment from harsh weathering. We do not recommend stripping the finish. In locations with severe 
weather exposure, more frequent maintenance may be required. Repaint your door as soon as deterioration can 
be detected.
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EXTERIOR DOORS
The Perfect Door For Every Home
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